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Through prolonged research and 
study a broader field of activity is 
opened to that discriminating 
clientele which for years has recog- 
nized the dependability and proven 
value of Amco products. 


There is a forceful appeal in the 
presentation of this comprehensive 
grouping of complete lighting units, 
covering the full range from direct 
and semi-indirect types to new and 
unique forms of totally indirect, each 
having distinctive points of merit 


in every feature. 


In the knowledge that the architect, 
the owner, the lighting engineer and 
the utility man are constantly on the 
alert for that which offers dependable 
improvement, this Amco catalogue is 
a guide to new and better things in 
the practice of the lighting art. 
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STERLING COMMERCIAL UNITS 


As a departure from time-honored practice in the design of commercial units the 
Sterling Line will appeal to the discriminating buyer for the simple charm of its well- 
balanced lines in fixture and glass. Exclusive is the word which best describes its beauty 
whether it is the plain contour of the beam light or the more pretentious sweep of the 


swivel stem pendants. The choice of finishes affords opportunity for personal ex- 
pression. 


SWIVEL STEM PENDANTS : $ 
Amco Swivel 3%” Tubing Ball Swivel Pendant 34” Casing 34” Iron Pipe 





Complete Size Size Length Complete Size Size Length 
Init Glass Lamp Overall Unit Glass Lamp Overall 
7511-K276 9’’x4”’ 100W 36” 7521-K276 9’’x4”’ 100W 36” 
7512-K276 12/"x5/’ 150W 39” 7522-K276 2x5 150W 39” 
7513-K276 14’’x6”’ 200W 40” 7523-K276 14’’x6” 200W 40”’ 
7514-K276 16’’x6” 300W 41” 7524-K276 16’’x6”’ 300W 41” 
Fixture Only No. 7710 


Fixture Only No. 7720 


MONAX — GLASSWARE — MONAX 


ABOVE NUMBERS COVER DECORATED GLASS—FOR PLAIN GLASS DROP ‘‘K276’” FROM NUMBERS SHOWN 


Wiring—Medium Base Sockets and No. 16 Wire Used With 9"-12"-14” Un 


No. 14 Wire On 16” Units 
Metal—Sterling Fixtures Are Made of 22 Gauge Brass—20 Gauge Aluminum Furnished Without Extra Cost 


Finishes—Bank Bronze, Statuary Bronze, Pewter, Etched or Polished Aluminum 
Canopies—Pendant, Bracket and Beam Light Canopies 514” Diam—Ceiling Collar 6%” Diam. 
Fitters—Amco Safety or Screw Type Fitters Furnished 


its—Mogul Base Sockets and 


at the Same Price—Please Specify 
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STERLING COMMERCIAL UNITS 


For the better class of projects Art Metal offers a most distinctive line of complete lighting units 
with pleasing design in both fixture and glass. The Sterling line appeals to those who desire the dis- 
tinctive in eye appeal together with best lighting practice. Full range of sizes and types both dec- 
orated and plain permits of a complete and harmonizing lighting effect on any job, large or small. 


CEILING BAND CHAIN PENDANT CEILING COLLAR 





Complete Size Size Length 
Unit Glass Lamp Overall 
7541 9’’x4"’ 100W 73,4" 
7542 12’’x5”’ 150W 10” 
Neglt we 
a ieeeee ed 1p Complete Size Size Length 
Fixture Only No. 7740 f Unit Glass Lamp Overall 
” * * ” ” ry * ” 7531 9/’x4”’ 100W rise 
6” Fitter Diam. 10’’—4” Fitter Diam. 814 7532 12’'x5” 150W 1314” 
5 Vg 
UPRIGHT CYLINDER BRACKET ue teen ike ia 
5 9/2 


Fixture Only No. 7730 


GLASSWARE 


Monax glass in an exclusive, well-balanced 
design gives to Sterling a harmonizing 
trim that is appealing. Perfected glass 
texture and shape assures maximum effi- 
ciency, uniform distribution and com- 
plete diffusion of the light. Chip-proof 
seared rims add globe efficiency, dura- 
bility, safety and long life. 





STRAIGHT ARM BRACKET 





Complete Size Size Length 
Cat. No. 7571 Unit Glass Lamp Overall 
Extends 634’’—40-60 Watts—3’’x6” Cylinder 7501 9/’x4” 100W 36” 
7502 2x57 150W 39” 
INVERTED BRACKET 7503 14’’x6” 200W 40” 
7504 16’’x6” 300W 41” 


Fixture Only No. 7700 
Foi Decorative Glass Add ‘‘K276’’ 


BEAM LIGHT 





Extends 634’’—214”’ Shade Holder 
Cat. No. 7561—41,”’ White Glass ; 
Cat. No. 7562—6”" White Glass tat. No. 7552—6’’ White Glass 
Cat. No. 7563—7"" White Glass Cat. No. 7745—Length 314’”—Diam. 534” Cat. No. 7553—7"" White Glass 


Extends 634’’—21,4"’ Shade Holder 
Cat. No. 7551—41,”’ White Glass 





Fixture Only No. 7760 Fixture Only No. 7750 
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open BOWL AANA AL UX. semrinoirect 


For office and school lighting there is a continuing demand for the open bowl semi- 
indirect unit. Many of the recent major projects such as office buildings have specified 
this type of lighting fixture because of its extremely low maintenance cost. The eX- 
clusive features of the Amalux unit give a new and distinct character to its semi- 
indirect lighting performance which is immediately apparent to the most casual 
observer. 





THE FIXTURE 


The 16-inch Galax bowl is supported by 
three rods engaging keyhole slots in the 
socket cover. Any rod can be instantly re- 
leased to lower the bowl on the remaining 
rods, for clear access for cleaning the bowl 
interior. A ball swivel stem assures perpen- 
dicular alignment under all conditions. 
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Characteristic Curve 


PERFORMANCE 


In an efficiency of 84 per cent of the total 
lamp output Amalux sets a new standard of 
performance for this type of unit. The use of 
Galax patented glass provides extreme white- 





200 Watt—Bowl 16” x 534” Cat. No. 6500 by : She oes os = 
Aiibia 000 ene: ta oma ness for reflection and minimum direct trans 
mission at a surface brightness under 1 c.p. 
Standard Finish—Statuary or Acid Bronze and Pewter per square inch. 
FEATURES 
1. Low first cost 5. Low bowl brightness 
> Min} 4 noes Ae toe 
2. Minimum depreciation 6. Simplified maintenance 
5. Output efficiency 7. Economically installed 
4. Uniform light distribution 8. Attractive appearance 


er eee AR ele Mee ALG O MiP. AN.Y, CEBV ELAN D.. OH TO 


aoistinctiVE BALLOLITE tsutine errect 


In the persistent demand for lighting effects away from the ordinary there is a prefer- 
ence for design embodying simple lines. Ballolite with its unique effect is most pleasing 
to the eye. An original combination of fixture and glass with a distinctive modern 
flare. Art Metal Wing Grip safety screwless holder, engaging the glass from inside 
the opening makes possible the symmetry and contour which characterize this unit. 








150-200 Watt Plain Glass—Cat. No. 7000 
150-200 Watt Decorated Glass—Cat. No. 7001 
Swivel Stem Pendant, Chromium Finish 


Ballolite carries a 12-inch blown sphere in Monax diffusing glass producing a uniform 
light effect throughout the top, bottom and sides. Eliminating the common fitter 
heel and placing the fitter within the globe permits an unbroken spherical line de- 
cidedly new in fixture design. In full contrast to the sharp angles of the fixture there 
is eye appeal in every line. A fixture of wide adaptability, Ballolite will help to solve 
lighting problems where effects are essential as in display rooms, coffee shops and 
cafeterias. The newness of Ballolite will stimulate interest in relighting where ob- 
solete fixtures are now in use. 
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Complete Size Size Length Complete 
Unit Glass Lamp Overall Unit 
7801 10’’x4”’ 100W 37” 7811 
7802 12’’x6” 150W 397 7812 
7803 14’’x6” 200W 40” 7813 
7804 16’’x6”’ 300W 41” 7814 
7804A 18’’x6” 500W 43” 7814A 
7805 20’x8’"" 750-1000W 44” 7815 


Fixture Only No. 7870 


Bracket 





34’ Tubing—314"" Holder—Extends 7” 
No. 7841-414’ White Glass Shade 
No. 7842-6" White Glass Shade 
No. 7843-7 White Glass Shade 

Fixture Only No. 7890 


The original Full Flowing design is adapt- 
able to commercial and hospital use and 
assures sanitary maintenance, 





Overall 
4 Mr 


00 
750-1000W 44” 
Fixture Only No. 7875 


Ceiling Collar 


Size Size 
Glass Lamp 
8’’x4’’ 60W 


10’’x4” 100W 
12’’x6” 150W 
14’’x6”’ 200W 
16’’x6” 300W 
18’’x6” 500W 
20’x8” 750-1000W 


Fixture Only No, 7880 
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FULL FLOWING 


COMMERCIAL FIXTURES’ 


The beautiful flowing lines of 
Full-Flowing Fixtures and the 
smart square lines of Signet 
Fixtures, present a unique 
choice of design. 


Metal—Both lines are made of 
22 gauge brass standard. Alumi- 
num in 20 gauge may be had 
without extra cost. 


Finishes—Bank Bronze, Stat- 
uary Bronze, Pewter, Etched or 
Polished Aluminum are all 
standard. 


Fitters—Amco Safety Type are 
standard in both lines. One 
Screw Type will be furnished 
when specified at no extra cost. 


Wiring—Medium base socket 
and No. 16 wire with 8”, 10’, 
12” and 14” units. Mogul base 
and No. 14 wire with 16”, 18” 
and 20” units. 


Canopy Diameters — Signet 
Line—Pendants, Beam Light 
and Brackets 544”, Band 10” 
on 6” fitter, 8146” on 4” fitter. 
Full Flowing Line—Pendants 
514", Collars 714", Brackets 414’, 


Band 8” on 6” fitter, 6” on 4” 


fitter. 


Ceiling Band 





Length Complete Size Size Length 
Overall Unit Glass Lamp Overall 
1134” 7851 8’’x4’’ 60W 93/"" 
1314” 7831 10’’x4”’ 100W 1114” 
151,” 7832 12"x67 150W 1314” 
171,’ 7833 14’’x6” 200W 1514” 

19” 7834 16x6” 300W 17s 
2034’ 7834A 18’’x6” 500W 1834” 
2214” 7835 20’’x8’’ 750-1000W 2014” 


Fixture Only No. 7885 


COMMERCIAL SIGNET FIXTURES 


Signet is designed in the pop- 
ular ‘‘Set-Back’’ effect so in 
demand for the modern at- 
mosphere. 


GLASSWARE 


The exclusive shape in Monax 
glass shown on Signet and Full 
Flowing lines is designed for 
ideal illumination. Combining 
wax-like texture with uniform 
diffusion and an efficiency of 
over 90 per cent, it is made 
under strict laboratory control 
with carefully selected mater- 
ials. Curve sheet upon request. 


SEARED TOP 


A patented sealed rim on the 
fitter edge replaces the sharp, 
rough, ground edges used on 
ordinary lighting glass adding 
globe efficiency, durability, 
safety and long life. 


Decorative Glassware — Cata- 
logue numbers cover plain 





M ] F Pe d e A Complete ize puize iteatt Complete Size Size Length 
S nit ass amp verall Unit Glass Lamp Overall 

ona & ass. or re Im ec Zou ee. reo ay he 7901 10’’x4”’ 100W 37 

eS bi 1 EXO 150 39” 7902 22x Ott 150W 39” 

orative glass add J-97 to num 7913 Lares” 2oow aye he ple, Cp oe 

"x6" 00 41” 7904 16’’x6”’ 300W 41” 

bers shown. 7914A 18/’x6” 500W 43” 7904A 18/’x6”’ 500W 43” 

7915 20’’x8”’ 750-1000W 44” 7905 20’x8’’ 750-1000W 44”’ 

Fixture Only No. 7975 Fixture Only No. 7970 
Ceiling Band Ceiling Collar 


Cylinder Bracket and Beam Light 





Complete Size Size “Length Complete Size Size Length 
Unit Glass Lamp Overall Unit Glass Lamp Overall 
7951 8’’x4”’ 60W 9” 7950 8’’x4’’ 60W 13/4 
79314 10’’x4” 100W 1034” 7921 10’’x4”’ 100W 143/,,’° 
7932 12’’x6”’ 150W 1234” 7922 127x670 150W 1634” Bracket No. 7991 
7933 14’’x6” 200W 141,” 7923 14’’x6” 200W 181,” Extends—634’’—40-60 Watts—3’’x6” Cylinder 
7934 16x67 300W 1614” 7924 16Cx6" 300W 2014”’ Beam Light No. 7990 
7934A 18’’x6” 500W 18” 7924A 18’’x6”’ 500W pe! Length 414’’—Diam. 534” 
7935 20’x8”’ 750-1000W 1934” 7925 20’’x8”’ 750-1000W 2334"’ 
Fixture Only No. 7985 Fixture Only No, 7980 
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APPEARANCE AMOLIER SYMMETRY 





Plain Chain Pendant Cat. No. 6300 Plain Swivel Pendant Cat. No. 6301 
For Decorated Glass Add To Cat. No. ‘*J317”’ 


Amolier is an all-purpose unit with the meritable features of direct, indirect and 
semi-indirect lighting. The Galax dual-density enclosing globe of homogeneous 
structure affords maximum upward reflection of diffused light over a wide area and 
supports the etched aluminum deflector which screens the light source. The low 
intensity direct light through the bowl section also lights the face of the deflector 


with a soft luminous effect. 





Chain Swivel Deflector Glass Standard 


Pendant Stem Size Max. Size Diam. and Length Standard 

Cat. No. Cat. No. Lamp Diameter Socket Fitter Over All Finish 
6150 6151 150 W. 15” Med. Or x A” 36" Ox. Alum’m 
6200 6201 200 W. 18” Med. 2B = 36” Ox. Alum’m 
6300 6301 300-500 W. 21% Mog. 145556" 48” Ox. Alum’m 


eee 
at cera Rely Mee ALC. OM: PAINaY CIE EIA: NIDA OFH'EO 


SHADOWLESS AMOLIER GLARELESS 








Ornamental Pendant Cat. No. 6302 Ornamental Pendant Cat. No. 6303 
For Decorated Glass Add To Cat. No. ‘'J317”’ 


For real beauty, the Amolier unit with its improved glass globe construction makes 
for better lighting results, lower maintenance cost and a most harmonious blending 
of the symmetry of the design. To the usual high standard of Art Metal construction 
has been added a new principle in lighting which sets Amolier out as a distinct con- 
tribution to the development of the lighting art. 








Chain Spindle Deflector Glass Standard 


Pendant Pendant Size Max. Size Diam. and Length Standard 

Cat. No. Cat. No. Lamp Diameter Socket Fitter Over All Finish 
6152 6153 150 W. 15” Med. Ofsxe47 565 Ox. Alum’m 
6202 6203 200 W. LS Med. Dax ne 56% Ox. Alum’m 
6302 6303 300-500 W. 218 Mog. 14” x 6” 48” Ox. Alum’m 
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THE ALL-PURPOSE AMOLIER LIGHTING UNIT 








Decorative Chain Pendant Cat. No. 6305 Decorative Swivel Pendant Cat. No. 6304 
For Decorated Glass Add To Cat. No. ‘‘J317” 


Amolier affords full opportunity for the employment of decorative effects to meet all 
architectural requirements. The clean cut contours of canopy and deflector offer a 
pleasing background for ornamental relief in brass or bronze cast design. A most 
unusual feature of Amolier is in the double value of the ornamentation being brought 
out instead of being lost when the fixture is lighted. Special effects justify their cost 
as an integral part of the lighting. Standard decorative effects are shown on this page. 


SS ee 


Decorative Decorative Deflector Glass Standard 
Chain Swivel Size Max. Size Diam. and Length Standard 
Cat. No. Cat. No. Lamp Diameter Socket Fitter Over All Finish 
6155 6154 150 W. 15" Med. ONAL 36” Ox. Alum’m 
6205 6204 200 W. ete Med. L2fax5 Se Gia Ox. Alum’m 
6305 6304 300-500 W. aie Mog. 14” x 6” 48” Ox. Alum’m 
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eFFicieNCY ACMAC)LIER (ow vrccer 


Because of the wide angle of light distribution, Amolier is adaptable for low ceiling 
use permitting a uniform fixture treatment where mezzanines and low mounting 
heights are met with. At close range Amolier loses none of its beauty as the low direct 
light values merely relieve the harsh contrasts. This luminous effect in the range of 
vision suggests the use of silk or parchment shades mounted on the deflector to meet 
special conditions. 








Plain Ceiling Type Cat. No. 6156 
For Decorated Glass Add To Cat. No. ‘‘J317”’ 
Ornamented Deflector Cat. No. 6157 


Plain Decorative Deflector Glass Standard 
Ceiling Ceiling Size Max. Size Diam. and Length Standard 
Cat. No. Cat. No. Lamp Diameter Socket Fitter Over All Finish 
6156 6157 150 W. 15% Med. OMe xe 4S Log Ox. Alum’m 
6206 6207 200 W. 18” Med. ee 18” Ox. Alum’m 
6306 6307 300-500 W. Z2iz Mog. 14” x 6” 24” Ox. Alum’m 


In the comparatively short time Amolier has been on the market, there has been an 
ever-increasing expansion in the list of satisfactory installations. From Fifth Avenue 
to Seattle, leading merchants have been quick to recognize the modernizing influence 
of this modern fixture. Theatres, office buildings, hotels and many outstanding 
restaurants have found in Amolier that touch of distinction which identifies the 
up-to-date institution with even a casual observer. 


Following is a partial list of suggested uses: 


Schools Offices Specialty Shops 
Churches Hotels Restaurants 
Libraries Court Houses Lobbies 

Clubs Theatres Public Spaces 


In the home, Amolier will enhance its surroundings, especially 
in Recreation Rooms, Bed Rooms and Sun Rooms. 


TT} 
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AMOLIER 


The Ultimate in Fixtures 
THE FIXTURE 


The use of aluminum in fixture design is 
brought to its highest development in 
Amolier. Canopy, tubing, holder and de- 
flector in deep etched aluminum, whether 
plain or with the contrast of rich bronze 
ornamentation, offer a new and harmonizing 
effect. 
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LIGHT OPACITY 
DIFFUSING GLASS 
a See 







ETCHED ALUMINUM 
——_DEFLECTOR _ 


HEAVY OPACITY 
REFLECTING GLASS 









Assembly Chart 





THE GLASS 


Amolier offers a new departure in the en- 
closing (one-piece) glass. The patented shape 
and process provides homogeneous dual- 
density without resort to casing, enamelling 
or seams. Light density for upward diffusion, 
heavy bowl density for maximum reflection 
and low visible brightness. 
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Characteristic Curve 


LIGHTING DATA 
WATTS PER SQUARE FOOT 


For Various Intensities using Clear Lamps 














Small Medium Large 
Foot Rooms Rooms Rooms 
Candles | 250 Sq. Ft. | 3000 Sq. Ft. |10,000 Sq. Ft. 
Required | Low Ceil- | 10-12 Foot |Over 12 Foot 
ings Ceilings Ceilings 
4 1.00 85 AL 
5 1.20 1.05 .90 
6 1.50 lg .98 
8 1.90 1.50 peo 
10 2.30 1.85 Lae vé 
12 2.85 Para Vs 1.80 
16 3.60 Eve 2320 
Light Ceilings—Reflection Factor 70% 
Medium Walls—Reflection Factor 50% 


Normal Depreciation all Factors Figured 


HEIGHT AND SPACING DATA 








Ceiling Spacing Spacing Length 
Height Between from of Unit 
Feet Outlets Walls Inc. Glass 
8 7 3 2 
9 8 3% 24% 
10 9 4 21% 
1] 10 444 234 
12 10-12 ‘s 3% 
13 10-12 6 3% 
14 10-13 6% 334 
ID 10-13 yi +t 
16 10-13 8 4 
18 10-20 9 5 
20 18-24 10 5 
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THE REPLACEMENT ADAPTILITE LIGHTING FIXTURE 


Customer resistance to any form of refixturing is largely based on fixture and in- 
stalling cost involved. It has been conclusively proven that this resistance can be over- 
come with an appealing design of replacement unit having real lighting performance 
together with attractive price. Adaptilite values represent the utmost in fixture manu- 
facturing and thus serve to create a new market which is astonishing in its extent. 
For beauty of line and finish, Adaptilite has become instantly popular, its feminine 
appeal being an important feature. 








Catalogue No. 6400 Catalogue No. 6401 
Replacement Unit Complete Fixture 


Adaptilite’s shaded ivory finish on the metal bowl harmonizes with the etched topaz 
glass bottom section. This glass projects sufficient direct light to relieve any harsh 
contrasts and animate the whole unit. The socket extension type is for use in existing 
sockets and the complete unit is for replacement of obsolete or worn-out fixtures. 
Here is wonderful value and smart appearance for bedrooms, halls, dinettes, kitchens, 
recreation and game rooms. 





Cat. Size Size Size Standard 
No. Lamp Bowl Glass Finish 
6400 100-150 W. 1158” x 234" Oiexee 3 Shaded Ivory 
6401 100-150 W. 1158” x 23%” Deke Shaded Ivory 


Can be furnished with Pull Receptacle—Prices on application. 
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BETTER LOUVRELITE LIGHTING 


(PATENTED) 





A. Distinctive 
Lighting Unit 


Louvrelite’s acceptance by leading archi- 
tects on many of the outstanding pro- 
jects throughout the country is a merited 
tribute to the distinction and appeal of 
the originality of design and perform- 
ance. Unlike many attempts to depart 
from time-honored practices Louvrelite 
is not a fad but represents a constructive 
contribution to the development of the 
lighting art. In its acceptance by archi- 
tects, engineers and the trade, Louvre- 
lite, in a short space of time has become 
the symbol of the better thing in lighting. 





Plain Chain Pendant Cat. No. 7021 


Louvrelite meets all lighting requirements with a full range of sizes. All units can 
be used effectively for close ceiling mounting. Flanges on louvres and canopy can be 
furnished tinted to match the decorative effect of the surroundings as desired. 





Cat. Size Max. No. of Length Standard 
No. Lamp Diam. Socket Louvres Over All Finish 
7014 200 W. 16” Med. 3 36” Ox. Alum’m 
7021 300-500 W. 225 Mog. + ay Ox. Alum’m 
7027 750-1000 W. 28” Mog. 5 42” Ox. Alum’m 
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BEAUTY | CVU WRELITE comrort 


(PATENTED) 


Luminous Louvres 


A Most Unique Effect 


The universal appeal of the Louvrelite 
patented design is primarily due to the 
novel combination of metal, light and 
finishing processes involved. Concealed 
light passages in the bottom openings 
deliver a reflected light to the etched 
aluminum faces of the louvres with an 
animating effect that gives the entire 
fixture a new and appealing decorative 
value. For stores, churches, libraries, 
clubs, lobbies, speciality shops or any 
location calling for better lighting in 
attractive form, Louvrelite meets all re- 
quirements with dignity and grace. 


CLEVELAND, OHIO 





Ball Swivel Pendant Cat. No. 7121 


Louvrelite in its simplicity of design furnishes that last touch of gracefulness to any 


decorative scheme and is recommended to architects and engineers for a wide range 


of uses. There has never been a higher value in lighting equipment offered the public. 





Cat. Size Max. 
No. Lamp Diam. 
7114 200 W. 16” 
7121 300-500 W. apne 
7127 750-1000 W. 28” 


Socket 
Med. 
Mog. 
Mog. 
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Standard 
Finish 
Ox. Alum’m 
Ox. Alum’m 
Ox. Alum’m 
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INDIRECT 
LUMINAIRES 


(PATENTED) 








Decorative Pendant—Plain Bowl—Cat. No. TI-501 


Decorative Pendant—Plain Bowl—Cat. No. TI-502 
Decorative Pendant—Pierced Bowl—Cat. No. TI-511 


Decorative Pendant—Pierced Bowl—Cat. No. TI-512 


Art Metal Indirect Luminaires are admirably adapted to new and distinctive design 
in the modernistic. Original in conception and of sparkling beauty in execution, these 
decorative Luminaires meet the demand for individuality without resort to the garish 
or bizarre. The rich, diffused flow of light from the indirect source serves to accentuate 
the lines of beauty in the fixture which gives an extra value to the decorative effect. 
Distinctive design, balanced by most attractive price opens up a wide field to be served. 


Bell Stem Pendant Four Rod Pendant Standard 
Plain Pierced Plain Pierced Size Diam. Length Standard 
Bowl Bowl Bowl Bowl Lamp Bowl Over All Finish 
TI- 501 TI- 511 TI- 502 di Saye 300-500 W. 1334” 38” See Below 
TI-1001 TI-1011 TI-1002 TI-1012 750-1000 W. 17K" 38” See Below 


Standard Finishes: Statuary Bronze, Pewter or Oxidized Aluminum 
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INDIRECT LUMINAIRES 
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Swivel Pendant—Plain Bowl—Cat. No. T501 
Swivel Pendant—Pierced Bowl—Cat. No. T506 


Chain Pendant—Plain Bowl—Cat. No. T500 
Chain Pendant—Pierced Bowl—Cat. No. T505 


OHIO 


Art Metal Luminaires offer a most distinctive line of indirect units with a popular 
appeal. Highest possible efficiency is obtained through the use of specially designed 
Pittsburgh Permaflectors concealed in the metal bowls. Simple lines in bowl] and 
fixture with a choice of appropriate finishes combine to give the unit a wide adaptability 
for general use. An ingenious lighting feature is had in the introduction of pierced 
designs in the bowls. Light distribution through the Permaflector bottom brings out 


the design detail in rich contrast. 


Swivel Pendant 


Plain Pierced 
Bowl Bowl 
T201 T206 
T501 T506 
T1001 T1006 





Chain Pendant 


Plain Pierced Size Diam. 
Bowl Bowl Lamp Bowl 
T200 T205 200 W. 11%” 
T500 T505 300-500 W. 1334” 
T1000 T1005 750-1000 W. 17 7%" 


Standard 
Length 


Standard Finishes: Statuary Bronze, Pewter or Oxidized Aluminum 
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Standard 
Finish 
See Below 
See Below 
See Below 
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INDIRECT LUMINAIRES 
INSTALLATION DATA 


Use of Calculation Tables 


To light a drafting room having bays 18’x18’ with ceiling 
height 11’. Table of desirable intensities indicates a maxi- 
mum of 35 foot candles. Required size and spacing table 
indicates 42 foot candles. On 9’ spacing the T-500, 500 
watt Luminaire falls within maximum _ permissable 
spacing for 11’ ceilings. Distance from top of bowl to 
ceiling at 30” shows a lighted ceiling area of 18'6” insuring 
proper overlapping of the light output with good 
ceiling appearance. 


















APPARENT _CANDLEPOWER 
DISTRIBUTION N2B-200 
200 WATT LAMP 








aoa r Release One Arm—Bowl 
Characteristic Curve Hinges For Easy Cleaning 














an Required Size and Spacing Max. Dist. on Centers Diam. of Circle Lighted 
Spacing Foot Candles Ceiling Max. Top of Bowl Diameter 
on Ceiling T200 T500 T500 T1000 ~~ Height Spacing To Ceiling of Circle 
8’ x 8’ 15 30 53 8 12’ ep 7’ 6" 
oN | then Stet ay! 13.6 2f 47 Sab. T2567 Lat 8.85 
OPO! 12 24 42 9! | oial ay” 163 10’ 
10’ x 10’ 9.8 19 So 51 10’ 15’ Le Tiaes 
Ll axel 1” 8.1 16 28 42 ils 1646°5 207 127103 
12 6.8 13] 25 35 je) 18’ 24" 15’ 
16o x16" 3.8 7.5 13 20 14’ PA We Lote on 
20’ x 20’ 4.8 8.4 We 16’ 24’ Doe ZO Ar 
ZAL ees 5.8 9 Ios 27 42%. 20; 
28’ x 28’ 6.5 20’ 30’ 48” 29S 102 
$27 xi52’ Lamps For Above Outputs 5 54" a ancg gl 
200 W. 300 W. 500 W. 750 W. 60” 37’ 4” 
Desirable Intensity of lumination for Various Purposes 
aes Foot- 
‘andles 
Schools: — Barber Shopsaepee si ore nee 
Auditoriums and Lecture Halls.......... 5—10 CHR ReaNe oe feats "04 Ah Sree sun ena 
Libraries and Study Rooms............. 10—15 Cae : 
Sines Roohis mains oun as 10—15 eneral Clerical Work vos ee a ae 10—15 
Draftines Roomsiagees ee ee 25—35 Drafting Seen tet ae 25—35 
DeWine ROOMS sacioa, ee ce ee 25—35 Stores: 
Manufacturing: Light Merchandise 8. 6) 9) eyonresree ehe he takoue verde 10—20 
Operations requiring close vision........ 20—50 Dark Merchandisess. 21-59 nm 20—50 
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INDUSTRIAL ILLUMINATOR 


ECONOMICAL LIGHTING 





(PATENTED) 


A super reflector unit for industrial plants which fully meets the most exacting re- 
quirements, the Art Metal Industrial Hluminator is specially designed and manu- 
factured to better serve the needs of the modern industrial plant. 


DESCRIPTION 
Mechanical 


Amco Illuminator is a two-section, one-piece, large 
reflector having a lower section shaped to reflect and 
redirect light rays emitted by the lamp. A one-piece 
secondary reflector is supported therefrom by three 
adjustable rods. 


Lighting 


The light rays from the lamp in the upper field are 
diffused as general illumination by the upper reflector. 
Lower rays are projected to the working plane by 
Cross Section View the smaller bowl reflector. Upward and downward 
light combine to form uniform lighting. 





Illuminator Performance 


Good lighting as a benefit to vision delivering to the working plane the greatest pos- 
sible percentage of the lamp output. Avoidance of dangerous glare, ready access to 
lamp for replacement and maintenance. 

Low first cost consistent with quality materials. Durability and service. 


Cat. Top Reflector Size of Standard Weight 


No. Inches Finish Lamp Socket Package Pounds 
302 17 Porcelain Enamel 300-500 Mog. 6 5 
300 15 Porcelain Enamel 200 Med. 6 Ss 
301 12 Porcelain Enamel 100 Med. 6 2 





34" Female Cap Mogul Socket and 3%” Brass Holder Included in Price of No. 302. 
Medium Base Sockets and 24%” Shade Holders Not Included in Price of Nos. 300-301. 
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No. 214-215 


No. 214—Complete with white 
glass. Canopy, 13” Diam. Fitter, 
10” diam. Over all, complete with 
glass, 642” deep. 


Wired two sockets and cross bar. 
Made of 22 gauge brass. 


Standard finishes: Statuary Bronze 
and Pewter. 


No. 215—Same as above except 
Canopy 15” diam. Fitter 12” diam. 
Over all complete with glass, 634” 
deep. 


No. 200 


No. 200—Gas bracket. Extends 8” 
Furnished 514” extension when 
specified. 

Canopy, 514” diam. 

Made of 22 gauge brass. 
Standard finishes: Statuary Bronze, 
Pewter and Brushed Brass. 
Complete with 3%” coupling 3%” x 
5" iron pipe covered with 34” x 22 
gauge brass casing—3g” x 14” Gas 
Key—'" pillar—deflector pan and 
aluminum tip. 


No. 219-220-221 
No. 219—Same as No. 216 except 
over all with wire guard 9” deep. 


No. 220—Same as No. 217 except 
over all with wire guard 814” deep. 


No. 221—Same as No. 218 except 
over all with wire guard 914” deep. 


Wire guard is rugged in construc- 
tion, all joints electric welded. 
Held in position with four wing 
nuts, making unit easily assembled 


and rigid in position. 


No. 203-204-205 


No. 203—214" Fitter, 414” white 
glass shade. 


No. 204—214” Fitter, 6” white 
glass shade. 


No. 205—214” Fitter, 7” white 
glass shade. 


The above: All wired complete. 
Canopies, 514” diam. 

Made of 22 gauge brass. 

Standard finishes: Statuary Bronze, 
Pewter and Brushed Brass. 
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No. 216-217-218 


No. 216—Complete with white 
glass. Canopy, 14” diam. Fitter, 
12” diam. Over all complete with 
glass, 5” deep. 

Wired two sockets, reflector plate 
and cross bar. 

Made of 22 gauge brass. 


Standard finishes: Statuary Bronze 
and Pewter. 


No. 217—Same as above except 
Canopy, 12” diam. Fitter, 10” diam. 
Over all complete with glass, 414” 
deep. 

No. 218—Same as No. 216 except 
Canopy 16” diam. Fitter 14” diam. 
Over all, complete with glass, 614” 
deep. 

Made of 20 gauge brass. 





No. 201-202 
Vaporproof Unit 
No. 201—60-watt unit—91,4” deep 
—7\4" diam. Canopy—Wired com- 
plete. 


Standard finishes: Copper, Black, 
White, with clear glass jar. 


No. 202—Same as above except 
—150-watt unit—1134” deep—s” 
diam. Canopy. 


No. 206 


6 x 314” ball. 714” deep 
O.A. 614” diam. Canopy. 


Wired complete with 
strap, screws and knurled 
nuts. 


Standard finishes: Stat- 
uary Bronze or Pewter. 


THE ART METAL COMPANY 


No. 10 


514” diam. Canopy—31,” 
deep. Wired complete 
with strap, screws and 
knurled nuts. Made of 
22 gauge brass. 


Standard finishes: White 
Enamel, Statuary Bronze. 


Eyelet furnished only 


when specified. 


No. 211 
514,” diam. 


deep. Wired complete with 


Canopy—3” 


strap, screws and knurled 


nuts. 


Standard finishes: White 


Enamel, Ivory, Statuary 


Bronze or Pewter. 


C OEV ELAN Di 


OHIO 
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No. 212-213 
No. 212—All porcelain 
bracket complete with 


shade, 5” Canopy, extends 
8” O.A. Wired complete 
with pull chain receptical 
and with strap, screws 
and knurled nuts. 


No. 213—Same as above 
except with convenience 
outlet. 


No. 210 
Ceiling exit, 4” red lettering on two 
Canopy 71,” 83,4” 
deep over all. Wired complete with 


sides. diam. 


strap, screws and knurled nuts. 


Standard finishes: Statuary Bronze 
or Pewter. 


No. 209 
Exit bracket, 4” red lettering on 
Canopy 71,2” 
Extends 834” over all. Wired com- 
with 


knurled nuts. 


two. sides. diam. 


plete strap, screws and 


Standard finishes: Statuary Bronze 
or Pewter. 
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No. 207-208 
No. 207, complete with white glass. 


Made of 20 gauge aluminum. 

9” globe—Over all 12” deep wired 

complete with strap, screws and 

knurled nuts. 

Standard finish: Satin Aluminum. 

No. 208—Same as above except 

made of coppered metal. 

Standard finishes: White Enamel, 
Cream or Ivory. 

ube furnished only when speci- 
ed. 
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IN STEEL AMCO EXITS 08 Bronze 


All Types With 5”, 6” or 8” Letters 


Flush Types With or Without Boxes. Surface Types In Single or Double 


. Face 
‘4 y a u” 
Boxes Have ce unis For % Double Face For Bracket or Pendant 
Conduit Mounting 





Cat. No. 736—Flush Type Cast Front 
Cat. No. 746—Surface Type Cast Front Hinged 
Cat. No. 724—Flush Type Plain Hinged 
Cat. No. 726—Surface Type Plain Hinged 





Cat. No. 722—Flush Type Plain 
Cat. No. 117—Surface Type Plain 


Cat. No. 700—Flush Type Guarded 
Cat. No. 115—Surface Type Guarded 


FINISHES 


Steel Units 
Standard—Black. 
Optional—Sprayed Light or Dark 
Bronze. 


GLASS 


Standard—Red Letters on Opal Glass. 
Optional—White Letters on Red, 
Green or Black Background. Green 
or Black Letters on White Back- 


ground ° 


Bronze Units 


Standard—Antique Copper. 
Optional—Old Copper, Bank Bronze 


or Statuary Bronze. 





Cat. No, 152—Pendant Type, Single Face 
Cat. No. 152X—Pendant Type, Double Face 


Flush Types—Fronts Attached With 4 Screws 



































| 7 ; ; a : roLe ee: . 
Size ese Sarge Een eae Plain Front __Cast Front aig Or rendaneiynn = 
Letters With Front | With Front With Front With — 
Le Box 7 Only | Box E Only oy Box Pee Only, é Box 
5” 700-5 701-5 722-5 723-5 : 736-5 737-6 nan 57 24—52 
6” 700-6 701-6 | 722-6 723-6 736-6 737-6 724-6 
WBN 700-8 — oe 015i Ee Pe) J 723-8 eat 736-8 ‘ 737-8- oh VRE 
Surface Types 
Size Single Double Single Double Single Double Single Double Single Double 
Letters ' Face Face Face Face Face Face Face Face Face Face 
5” 115-5 115-5X 117-5 117-5X 746-5 746-5X 726-5 726-5X 152-5 152-5X 
6” 115-6 115-6X 117-6 117-6X 746-6 746-6 X 726-6 726-6X 152-6 152-6X 
8 115-8 115-8X 117-8 117-8X 746-8 746-8X 726-8 726-8X 152-8 152-8X 





Schedule of Sizes—Flush Types 























Se aes ees Sea ae ee 
ae tty ©, Overall Insert Box 
Cat. No. 5” | : 6” | 8” ar A | 36% fee 8” 
700-722-724-736 14x8x3 14x934x3 | 15x1114x314 1214x614x3 1214x81,x3 | 1334x1014x314 
ee | NOMS A x8Yx3 | 1334x1014x3%, 
Surface Types 
S11 52117 12x6x3 12x734x3 1391443145 ns ee ed ee hay. we in a P 
726 13x7x3 13x834x3 L4x1014x3146 Ff SG Pe ae tet eee eae | Gn a 
746 14x81gx314 1414x974x314 I514x1114x314 | Se, ee | See ee cae 





ae 


THE ART METAL COMPANY 





No. 11600—6” Fitter Medium 
No. 11600M—6” Fitter Mogul 
No. 11400—4” Fitter Medium 





Close lever to lock. 
Simple as clicking a camera. 


ECONOMY LINE 


SAFETY HANGER 
EQUIPMENT 


Standard Finishes: Statuary 
Bronze or 


chromium listed—other finishes 
upon application. 


All Canopies 6” diam. 

Holders aluminized inside. 
Completely assembled ready for 
installation. 


Canopies and_ holders in this 
line may be had in 22 gauge 
brass—see price schedule. 


Pewter. 





No. 1260—6” Fitter Medium 
No. 1260M—6” Fitter Mogul 
No. 1240—4” Fitter Medium 


Prices for 








AMCO 
SAFETY HOLDERS 


Are safe, simple and foolproof. 
They are designed to form a 
cushion around the neck of the 
glassware that allows for ex- 
pansion and contraction, elim- 
inating the possibility of globe 
breakage, yet permitting abso- 


lute EASE and SPEED in the 


installation of glassware. 
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CLEVELAND On EO 


No. 1160—6” Fitter Medium 34” x 22 gauge brass casing over 
No. 1160M—6” Fitter Mogul 34” iron pipe. 


No. 1163—6” Fitter Medium 


No. 1140—4” Fitter Medium No. 1163M—6” Fitter Mogul 


No. 1143—4” Fitter Medium 





NOTE THE SIMPLIC- 
ITY OF PARTS 





(1) 14” x 22 gauge brass stationary 
arms and 


(2) 1%” x 3”—20 gauge spring, acts 
as a cushion around neck of 
glass. 


(3) Lever 18 gauge brass. 


All that is necessary to lock glass 
in position is to close lever (3) 
which expands spring (2), simple 
as clicking a camera. 
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No. 50627 
714” Diam. Canopy Ceiling Collar 


No. 50626 
6” Diam. Canopy Ceiling Collar 


No. 2060—814” Deep Ceiling Collar 
No. 2062—914” Deep Ceiling Collar 8” Diam. Canopy 





No. 47 
Canopy 71,4” On 4” Fitter 
Canopy 9” On 6” Fitter 





No. 69 
Canopy 714” On 4” Fitter 


No. 5062—8” Diam. Ceiling Collar Canopy 9” On 6” Fitter 





TWO CIRCUIT LIGHTING 
Fixtures in the standard line can be 
furnished wired with two circuits for 
emergency or auxiliary lighting. All 
data in price specifications. 





No. 10 
Beam Light 





No. 92 
Wall Bracket 





Special designs that are re- 


Information on opposite page Nones quired may be had to meet 
covers fixtures here illustrated. Shallow Hinged Band any specification. 
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STANDARD LINE 


A complete line built for the 
better grade of lighting in- 
stallations and embodying all 
the requirements essential to the 
most exacting specifications. 


All canopies, holders and casings 
illustrated are of 22 gauge brass. 
22 gauge bronze metal or 20 
gauge aluminum at no additional 
cost. 20 gauge brass also fur- 
nished. See price schedule. 





Standard Finishes: 
Plated Statuary Bronze, Bank 
Bronze, Acid Bronze, Brushed 
Brass, Pewter or Bronze Metal. 
When aluminum is desired the 
standard finish is etched or satin 
finished aluminum. 





: ; 





Nome 06> No. 4064 
Sip Canopy Strap Canopy 
Pendant Pandan 

No. 4062 No. 4067 
: Screw Collar 
BE eda Canopy Pendant 


3%” male loop’ into 
holder, wired %%” cap 
porcelain socket. 


3%,” male loop’ into 
holder, wired %” cap 
porcelain socket. 


Pendants and ceiling collars in 
standard line are furnished in 
sizes from 2% to 10-inch. Special 
sizes also furnished. All canopies 


Stem pendants are completely are 534" diam. 


assembled and wired. Shipped All holders are aluminized inside. 


Fixtures illustrated are fully 
described in the price list and 
specifications. 


in corrugated cartons ready for 
immediate installation. 





No. 465 No. 468 
Loop to Loop Ball Swivel 
Stem Pendant Stem Pendant 


Both of the above have 34”—22 gauge casing over 3%” iron pipe 


Amco One-Screw (Semi-Safety) Holders Are Standard Equipment In This Line. 


Amco Safety Holders, Patented, Will Be Furnished In 4” and 6” Pendants and Ceiling Type Fixtures When 
Specified At No Additional Cost. 
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No. 867 


Screw Collar Ball 
Swivel Pendant 


All pendant fixtures are 
equipped with screw col- 
lar ball swivel canopy 
construction to insure 
perfect alignment. 34”— 
22 gauge casing over 


38” iron pipe. 








THALEIA LINE 


The Thaleia line ac- 
centuates artistic refine- 
ment in a totally differ- 
ent style of modernistic 
lighting equipment. 





All holders one screw 
semi-safety type, and 
aluminized inside. 


6” size fitters only. Fit- 
ters in sizes other than 
listed may be obtained. 
Price on request. 


Canopies are 978” diam. 
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CLEVELAND, 











No. 861 


Screw Collar Ball 
Swivel Pendant 


Standard finishes: Pol- 
ished, Etched or Satin 
Aluminum on_ Black, 
Bronze or Pewter. 
Special finishes on re- 
quest. 

Completely assembled. 
Individually packaged. 





No. 863 


OHIO 


eee 
Meee METALS COMPANY CULSEV ELVA Nibee- Ons O 








No. 569 


No. 469 
Ball Swivel Stem Pendant 


Triple Stem—Ball 
Swivel Pendant 


Standard finishes: 


Bronze Metal, Statuary 
Bronze and Pewter. 


34” casing over 3%” iron pipe. 


All holders and canopies 
illustrated in the Aristo- 
crat line are made of 22 


auge bronze metal. : : 
Bao, Prices for chromium 


No. 1906 ; i : 
Ornamented Chain Pendant listed. Special finishes 


inside. upon request. 


Holders are aluminized 


Fitter sizes furnished 4-6-8 - 
10-12 inches. See price list. 





No. 464—Deep Ceiling Collar No. 2006—Ceiling Band No. 1946—Ornamented Ceiling Collar 
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SOVEREIGN LINE 


TRULY MODERNISTIQUE 


Artistic Design 
Massive Appearance 
Decorative Colors 
Easily Installed 
Excellent Value 


Holders Aluminized Inside 





No. 1600—6” Fitter Medium 
No, 1600M—6” Fitter Mogul 





No. 1606—6” Fitter Medium 
No. 1606M—6” Fitter Mogul 
No. 1616—4” Fitter Medium 


Standard finish: A rich Statuary Bronze 
with Gold decoration. Special finishes 
upon application. 


All hangers are stocked with exclusive 
Amco One-Screw (Semi-Safety) holders. 


May be had in Amco patented Safety 
Screwless Type Holders if specified at 
no additional cost. 


Cast canopy ring 914” diam. 





No. 1604—6” Fitter Medium 
No. 1604M—6” Fitter Mogul 


PUT THE LAMP 
WHERE IT BELONGS! 


Efficiency in Modernistic Glassware can 
best be obtained when the lamp is in the 
proper position. The Amco Socket Ex- 
tension, with its sliding adjustment, 
allows the position of the lamp to be from 
2 inches to 7% inches lower than the 
original position without the Extension. 


The value of this Extension more than 
overcomes the low cost and it will 


“Put the Lamp Where It Belongs.” 
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No. 1602—6” Fitter Medium 
No. 1602M—6” Fitter Mogul 
No. 1612—4” Fitter Medium 













SCREWS LOCKING 
LOOP 
AND EXTENSIO 


ADJUSTING SCREWS 
FOR LENGTHENING 
EXTENSION 


SCREWS FOR 
HOLDING SOCKET 
AT BASE OF 
EXTENSION 


SOCKET 1's" DEEP MEDIUM 


SOCKET 3" DEEP MOGUL J 
| eee 
oe (——) 


ADJUSTABLE SOCKET EXTENSION FOR 
AMCO HANGERS, EITHER 
MEDIUM OR MOGUL 
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MASTER LINE 


HANGER EQUIPMENT 





Master Line Hangers equipped with One-Screw Semi-Safety 
type Holders. This consists of two half-inch twenty-two 
gauge Brass stationary Arms that allow for expansion of 
glassware, and one set screw. 


This feature insures greater safety and quicker installation 
of glassware. 


Standard finishes: Statuary Bronze and Pewter. 
All Holders aluminized inside. 

Canopies 6” in diameter. 

Wired complete for immediate and easy installation. 


Furnished individually packed. 





No. 21601 Ball Swivel Pendant : 2 i" diam. 
Pe rice Medidia Me ee No. 2110 Closet ee is 5% dia 
PrN pa toe Mls 6” Fitter Medium at ceiling and 2%” deep—furnished 
pier osu No. 2166M . 
No. 21401 6” Fitter Mogul complete with Keyless Receptacle and 
4” Fitter Medium No. 2146 


4” Fitter Medium Strap, Screws and Nuts. 


No. 2109—Furnished with Pull-Chain 
Cat. No. 2166 is constructed with 34” x 22 gauge Receptacle. 
brass casing covering a 38” iron pipe nipple and 


wired complete with cap type porcelain socket. 





Shallow Band 


No. 224—4” Fitter 1%” deep, 6” 


diam. at ceiling. 


No. 226—6” Fitter 11%” deep, 8” 


diam. at ceiling. 





No. 2161 





pGrtioanecions Wired complete with 3” Cap Med- 
No. 2161M : ; 
6” Fitter Mogul ium Porcelain Socket and complete 
Ne el mie gs ce se aes Sa 
WW Cees ” : ra crews and Nuts. 
No. 2241—4” Fitter Medium 4” Fitter Medium ite P, 
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DOUBLE DUTY,LINE 


HANGER EQUIPMENT 





Distinctive Styles in conventional designed and 


popular priced Hanger Equipment. 


High Lustre Statuary Bronze or Dull Pewter 


are standard finishes. 


One-Screw Semi-Safety fitters furnished unless 


otherwise specified. 





Pendant Canopies are 5%” diameter and Ceiling 


Canopies 6” diameter. No._762—6” Fitter Medium 
No. 762M—6” Fitter Mogul 


i : ; - m No. 742—4” Fitter Medium 
Wired complete for immediate and easy installation. 





No. 760 
6” Fitter Medium 
No. 760M 
6” Fitter Mogul 
No. 740 


4” Fitter Medium ORNAMENTED HA NGER 
EQUIPMENT 


Rich in appearance, massive in construction and beautiful in design, these 


numbers present the utmost of value. 


Standard finishes are statuary bronze or pewter with cast parts in rich gold. 


Canopies are 6” diam. Spread of 
cast ring 9%”. 


Safety type fitters furnished unless 


otherwise specified. 


Furnished individually packed, wired 
complete ready to install, these num- 


bers combine all the essentials for 





better results. 
No. 2095—6” Fitter Medium No. 2090—6” Fitter Medium 


No. 2095M—6” Fitter Mogul No. 2090M—6” Fitter Mogul 
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METAL SHADED 


LAMPS 
AND 


INDIRECT 
FLOOR LAMPS 


Popular all-purpose lamps adaptable 


No. 23-24 
Standard finish: English Bronze. 
Chimney lamp furnished complete 
with regular socket. 


Dim-A-Lite socket furnished if 


specified. This at additional cost. 
See price schedule, Cat. No. 24. 
Metal shade inside aluminized. 





No. 32 
Standard finish: Pearl Green. 
Seamless ball lamp of modern 
character. 
Metal shade can be tilted to any 
desired angle. 
Shade inside aluminized. 





or 








No. 27 


Standard finish: English Bronze. 
Metal shade lamp of “A” type. 
Shade can be tilted to any desired 
angle. 

Metal shade inside aluminized. 


FEATURES: 


Lamps illustrated one-quarter full 
size. (Except floor lamp). 

Metal shades inside aluminized for 
highest efficiency. 

Underwriters approved sockets and 
wire used to insure safety. 

Packing described on page 32. 


Indirect floor lamps are furnished 
complete with a Pittsburgh silvered 
glass “‘Permaflector.” 

No. 108 Indirect Floor Lamp. 
Standard finish: English Bronze. 
Furnished 200-watt size. 

No. 109 Indirect Floor Lamp. 
Of special design for 300-watt and 
500-watt sizes. 

Standard finish: English Bronze. 
No. 110 Indirect Floor Lamp. 
Of special design for 750-watt and 
1000-watt sizes. 

Standard finish: English Bronze. 


Special designs for the above fur- 
nished upon request. 

These lamps are wired complete. 
Packed one to a carton. 


Height: 72”. Base Diam.: 10”. 


No. 22 





No. 161 





No, 28 





No. 33 


THE ART METAL COMPANY 
PRESENTS: 


A distinctive new styling in the 

low priced field, with a new line 
of metal lamps. Styled and finished 
for any interior and priced to be 
available by everyone. These lamps 
have the exclusive Art Metal 
finishes: Marine Blue, Pearl Green 
and English Bronze. Also furnished 
in highly polished copper and brass 
metals. 
Finest quality—passe par tout— 
parchment shades attractively dec- 
orated and colored, complete with 
each lamp. 


These shades are assorted through 
color and design with each order of 
lamps, thus creating an ever new 
and sparkling display, resulting in 
profitable merchandising. 


Standard Finishes: 


No. 22—ENGLISH BRONZE 
No. 33—MARINE BLUE 

No. 34—PEARL GREEN 

No.} 28= POLISHED: COPRPER 
Nowe 12 MARINES DUD 

No. 21—ENGLISH BRONZE 
No. -21—PEARU GREEN 

No. 161—PEWTER 

No. 163—POLISHED BRASS 
Underwriters approved sockets and 
wire used to insure safety. 





All lamps bulk packed twelve of 


one number and one finish to a 
carton, assorted shades included. 
Average weight per carton of twelve 
lamps, 20 pounds. 

Lamps are illustrated one-quarter 
full size. 


Forty-watt bulbs recommended. 
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